
JD 7000 Series
Open Station Seat & Suspension Kits

PN: 6852 Includes: KM 441 Uni Pro™ Assembly, KM
        MSG85 Mechanical Suspension, Pedestal, Slide
        Rails, Install Hardware & Installation Instructions
PN: 6853 Includes: KM 441 Uni Pro™ Assembly, KM
        MSG95 Air Suspension, Pedestal, Slide
        Rails, Install Hardware & Installation Instructions

CHOOSE FROM

Pedestal and Install Kit included.

KM 441 w/ MSG95 
Air Suspension 

PN: 6853
Yellow Vinyl

KM 441 w/MSG85 
Mechanical
 Suspension 
PN: 6852
Yellow Vinyl

OR

Adjustable slide rails from 
6.75" - 13" side-to-side 
for universal fit

Durable document 
pouch stores owner’s 
manual and other 
valuables

Yellow vinyl is 
water-resistant

Fold-down and adjustable 
backrest adds comfort and 
versatility

Cut and sew vinyl 
means a more rugged, 
comfortable cover 441 Uni Pro™ Assembly shown

441 Uni Pro™ Assembly shown

MSG95 Air Suspension shown

Rubber molded 
suspension cover 
keeps suspension free of 
dirt and dust

MSG85 Mechanical 
Suspension shown

3-position lumbar 
supports lower back

800-328-1752
.com

308 NW 2nd Street • Renville, MN 56284

PN: 6853

Yellow vinyl is 
water resistant

PN: 6852

See REVERSE                
for applications,

drawings and 
additional part 
information.



APPLICATIONS

Tractors

Fits - John Deere® 7000 Series with Open Station:
7200, 7400, 7210, 7410, 7510, 7600, 7700, 7800, 
7610 (BSN 089999), 7710 (BSN 089999), 7810 
(BSN 089999), 7710 (ASN 090000), 7810 (ASN 
090000)

KM 441 SIDE VIEWKM 441 FRONT VIEW

MSG85 TOP VIEW MSG85 BOTTOM VIEWMSG95 TOP VIEW MSG95 BOTTOM VIEW

KM MSG95 Air Suspension Features:
● Self-contained 12-Volt compressor
● Frame width of 11.75"
● Side controls; fore/aft isolator
● Suspension travel of 4"
● Suspension stroke up to 7"
● Manual weight adjustment with weight indicator
● 110-285 lb weight adjustment
● Shock absorber

KM MSG85 Mechanical Suspension Features:
● Frame width of 11.75"
● Suspension travel of 4"
● Suspension stroke up to 7"
● Flip handle weight adjustment with weight indicator
● 110-285 lb weight adjustment
● 3-position height adjustment or 3"
● Shock absorber


